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USER INSTRUCTIONS 
Belt grinder protector 

NKS-201- 
 

 
Uses 
The protector has the purpose of shielding the user from sparks 
produced by an abrasive belt grinder. 
 

 

Dimensions 
The protector plate is 220 x 330 mm in size. The polycarbonate 
plate is 170 x 200 mm in size. The protector's overall 
dimensions are approx. 500 x 450 x 660 mm, and it has a total 
mass of approx. 5 kg. 
 

Installation 
The protector needs to be installed on the side opposite to the 
belt grinder's operating side. Place the protector plate at a 
suitable height. Fastening to the frame of the machine should be 
executed using two fastening consoles. The fastening can be 
done using 5–6 mm drilling screws or M6 screws. 
 
NOTE! The fastening consoles can be installed above and below 
the C-profile. 
 
Operation 
The ball-and-joint attachment enables the protector plate to be 
turned to the desired position. Horizontal placing is done by 
sliding along the C profile. The protector plate is then locked into 
position on the C profile and to the desired angle by means of a 
lever handle. 
 

 

Inspection and maintenance 
The protector plate should be kept clean in order to maintain good visibility. If severely scratched or cracked, the protector plate's 
PC plate must be replaced with a new one. Microfibre cloths and mild dishwashing detergent should be used when wiping a PC 
plate. If the protector has been dented, e.g. the levers are bent, the damaged parts must be replaced with new parts. 
 
The warranty period is two (2) years from the date of purchase; the PC plate is not covered by the warranty. 
 

Keuruun FinnSafety Oy 

 

Original  1 (3) 

Fastening console Lever handle 



                 
 
 

                                                                            High quality protection                                                   2016        

 

 

Käyntiosoite/ Street address    
Paljekuja  Puhelin/Telephone +358 207 959 090 Y- tunnus 1712874-8 
42700 KEURUU e-mail: info@finnsafety.com VAT FI 17128748 
FINLAND www.finnsafety.com  Alv rek. 
 

 

 

 

Original  2 (3) 

NKS-201- 

NKS-201- 

NKS-201- 
 



                 
 
 

                                                                            High quality protection                                                   2016        

 

 

Käyntiosoite/ Street address    
Paljekuja  Puhelin/Telephone +358 207 959 090 Y- tunnus 1712874-8 
42700 KEURUU e-mail: info@finnsafety.com VAT FI 17128748 
FINLAND www.finnsafety.com  Alv rek. 
 

 

 

 

 

 

Original  3 (3) 


